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NOTE:  This step is required only if your building requires 

two or more rows of roof sheeting per section of the truss. 

[1] Nail first row of roof sheeting. 

[2] Place one “H” clip onto the plywood sheeting centered 
between each truss. (Do not place clips along the 
sheeting ends where the joints butt together.) 

[3] Position second row of roof sheeting, slipping the 
sheet into the “H”-clip and nail in place. 

SECTION 8:  Nail Roof sheeting 

After all the hard and careful work so far, this is where it pays off.  Pay close attention to some of the minor details to 
ensure that your investment remains dry for years to come.  

Step 1:  It is important to refer to the Pre-Cut Sheeting Layout 

Guide for the proper location of roof sheeting.  On some buildings 
the pre-cut sheeting may differ by only a few inches. Measure all 
sheets to ensure correct lengths are used.  On square pieces, 
ensure the grain runs the correct direction. 

Step 2:  Tack the first roof sheeting into place with 8d nails into 

trusses.   See Building Tip for additional information.  Nail every 6-
8” along perimeter of sheeting and every 12” along inner trusses.  

Step 3:  Continue sheeting the remaining row.   

Step 4:  Your building will likely 

have several rows of roof 
sheeting.  Stagger the roof 
sheeting as shown in the Pre-
cut Sheeting Layout Guide.  
Install “H-clips” between rows of 
plywood as shown. 

 

Step 5:  Repeat steps for remaining row(s) 

as necessary. 

Step 6:  Repeat for the other side. 

NOTE:  Ensure all sheets are properly 

nailed to trusses and at joints.  You make 
„snap a line‟ with a caulk line if necessary to 
help mark your rows for easier nailing. 

BUILDING TIP  

Starting at the gable end, lay the first sheet so the 
edge is flush with the outer edge of the truss (or the 
plywood edge of the gable end roof extension 
sheeting installed previously).  Keep the long edge of 
the plywood flush with the end of the tail cut of the 
truss. 

Tack the sheeting in place with a nail in the two 
corners of the sheeting into the outer truss.   

Rack the sheet square by moving the opposite end of 
the sheet up or down until sheeting is flush along tails 
of the trusses.  Align the truss so the roof sheeting is 
centered on the truss before nailing in place. Tack a 
nail in each remaining corner.  

Ensure spacing of center trusses remain 24” on-center 
and tack in place.  


