
MEASUREMENT GUIDE
for Replacement Glass, Sash or Patio Door Panels (JGI001)

Please read this document fully before beginning. Examine your product purchase paperwork (invoice, receipt, etc.) for measurements and details. If 
you do not have paperwork, refer to this guide for measurement instructions and product details. Fill out the “Product Characteristics Form” on the 
next page and provide to your supplier when ordering. Include any supporting pictures, if necessary. For measuring assistance or details not covered 
here, call Corporate Customer Service at 800-JELD-WEN (800-535-3936). You can also contact us through our website at www.jeld-wen.com. New 

glass produced to user speci!ed dimensions cannot be returned. Be sure the provided measurements are correct.

SAFETY & RECOMMENDATIONS

Glass edges are sharp.

breakage and serious injury.

more windows.

NEEDED MATERIALS & TOOLS

is the width and height of the 
visible glass in a window or patio 
door.

Note! For accuracy, if necessary, 

remove insect screen and/or 

window treatments (curtains, 

blinds, etc.).

standard rectangular windows as 
follows:

if applicable) from wood 
edge to wood edge, clad 
to clad, or frame to frame. 
Specify if measuring the 
interior or exterior.

or geometric shapes, 
please consult with your 
supplier or call Corporate 
Customer Service.

1

3

Note! These measurements can 

be done from the interior or the 

exterior.

2

exterior.

measure sash width and height 
on the exterior side.

and measure the width and 
height on the exterior side.

Windows and patio doors 
have similar parts. Not all 
windows and patio doors 
will have the speci"c parts 
shown, but usually only 
differ in their orientation.

JELD-WEN reserves the right to change product speci"cations without notice. Please check our Web site, www.jeld-wen.com for current information.
©2009 JELD-WEN, inc. | JELD-WEN and Reliability for Real Life are trademarks or registered trademarks of JELD-WEN, inc., Oregon, USA.
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INFORMATION GATHERING

complete the Product Characteristics Form with information about your 

make a proper "t:

For glass only – complete the daylight opening measurement 
below.

For sash replacement – complete both the daylight opening and 
sash measurement below.

For patio door panel replacement – complete both the daylight 
opening and panel measurement below.

about the product for which you are ordering replacement components.

the view of the product as large as possible. 

patterns, handle sets, etc.

WINDOW & PATIO DOOR PARTS
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Clad

patio door that creates a durable, low-maintenance window.

Daylight Opening

Grille

the glass panes, or any combination of these locations that divides a 
window opening into smaller openings to create simulated divided lite 
or true divided lite. Grilles may or may not be removable.

Handing

the window or patio door will swing to open as viewed from the 
exterior (right-handed or left-handed).

Sash/Panel

and a window’s glass that is "xed to the frame.

Spacer Code

stamped on the spacer (usually in a 
corner) that separates the panes of 
glass.

WIN Number

found in the glass etching on one 
lower corner of the glass (shown in 
blue) under the JELD-WEN logo that 
identi"es speci"c manufacturing 
details.

Customer Information

Customer Name

City

Day Phone Evening Phone

Purchase Information

Purchase Location Purchase Date

Product Information

WIN Number Spacer Code Brand Color

Style (casement, awning, etc.)

o

o  Wood

o  Vinyl

o  Clad Wood

o

o  Fixed

o  Direct Set

o  Left

o  Right

Grilles

o  No grilles

o

o

Replacement Part Information

Part Needed

o  Glass only

o  Sash

o  Panel


